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Table Clamp

12.1782 - TC L3D 3QS SLS
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Sicherheitshinweise
Safety Instructions

Montage
Assembly

Handhabung
Handling

Stilckliste
Bill of Materials
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VORSICHT / CAUTION
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Abmessungen und Gewicht / Size and Weight

Gewicht h
Weight
1.28 kg

4 [2.82 Ibs] )

L.

(Max. Belastbarkeit )
Max. Load capacity

1.2 kg
[2.65 Ibs]

110 - 40 mm
[0.39 - 1.57¢]

216 - 45 mm
[0.62-1.77"]

1x 01.0008
® 5mm

1x 01.0002
@ 3mm

1x 01.0385
® M6x40

1x 01.0634
@ M6x35

\3, 1x 01.0624
® M6x25













(7

Bedienung / Operating

Operating < Exiting




@ Bedienung / Operating

@ Bedienung / Operating




-@:g Funktion / Function




Austausch / Replacement




% Austausch / Replacement
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Pos. No. Bezeichnung Description

1 141171 L3D 16-Basis SK Connect 16 QS L3D 16-Base SK Connect 16 QS
1.1 14.1250 L3D 16-16 QS L3D 16-16 QS

2 14.9504 Rohr @16x300 Tube @16x300

3 14.1224 L3D Schwenklager-S Einzeln L3D Swivel Unit S Single
4 14.1225 L3D Rast-Slot L3D Indexing-Slot

5 14.9502 Rohr @16x200 Tube &16x200

6 14.1251 L3D 16-10 QS L3D 16-10 QS

7 14.9515 Rohr @10x250 Tube @10x250

8 14.1252 L3D 10-10 QS L3D 10-10 QS

9 12.1782BS Schraubensatz - TC L3D SLS Set of bolts - TC L3D SLS
9.1 01.0008 Innensechskantschlissel 5mm lang Allen wrench 5mm long
9.2 01.0002 Innensechskantschliisse 3mm Allen wrench 3mm
OFS 01.0624 Zylinderschraube M6x25 Cylinder Head Bolt M6x25
9.4 01.0634 Zylinderschraube M6x35 Cylinder Head Bolt M6x35
85 01.0385 Zylinderschraube M6x40 Cylinder Head Bolt M6x40
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